Door to be widened to
allow 850mm clear opening

Existing Fire gantry to be used and cleared of obstructions to maintain 850mm clear

At convergence of two escape routes minimum
1050 clear to be maintained
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Fire Evacuation Key

Wall to achleve min 60 minute fire roting (suitabllity of wall to be confirmed on site by Pure
in Controctor glozing to be firelined to achieve FR60
New wall to ochieve min of 60min fire roting

Protected areas: walls, floors, ceflings ond doors to ochieve 3Dminute fire resistont construction.

Protected areas: walls, floors, ceflings ond doors to ochieve 60 minute fire resistont construction.

Torget occuponcy. Not to be used for MEE specificotion occuponcy

Fire Escope Route

Minimum Clear Widths

Exit No.

Shored Escope Route
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Escape Route Widths:
In line with Sections 3,21 & 3.22 of ‘Approved Document Port B, Volume 2 - bulldings other thon dwelling houses’ - the odjocent colculotions proyide
justification for the cleor opening Widths for escope from eoch floor level/ room n occordance with Table 4 & Appendix C.

Ground Floor
Exit 1 Cleor Opening Width = 1454mm (Lorgest Opening discounted)
Eaft 2 Cleor Opening Width = 1050m (olloys 220 Persons)

Totol Aggregote Width for Floor (Less Lovgu\ Opening Width of 1479mm from Exit B) = 220mm
Ground Floor Totol Estimated Occupancy Capacity = 220 Persons

Exft 2 proyides o min, yidth of 1050mm and would olioy o max, No, of 220 persons to escape. which is in line yith the totol estimoted occuponcy
capocity ond is therefore thought to meet With the Approved Document Port B.

Eire Alorm.
Fire Alorm designed ond installed to BS 5839, Smoke & heot detection / emergency lighting by specialist, Please reler to MaE engineer's droyings /

Escape Lighting
Emergency escope lighted designed and instolled in occordonce With BS E266: Port f. Pleose refer to MYE Engineer's droyings for final loyout and

Smoke Extroct System to be designed ond instolled in occordance with BS 7346: Port B, Please refer to W&E Engineer's dropings for finol loyout ond
i
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NOTE:

Proposals must comply with all
acoustic, fire & building regulation
requirements

e No dimensions are to be scaled from
this drawing. The contractor is
responsible for checking all
dimensions on site
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Stowmarket Fire Evacuation Plan
Gipping Way, Stowmarket, IP14 1RA Ground Floor Plan
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